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On-Line Prediction of Nonstationary
Variable-Bit-Rate Video Traffic

Sungjoo Kang, Seongjin Lee, Youjip Won, and Byeongchan Seong

Abstract—In this paper, we propose a model-based bandwidth
prediction scheme for variable-bit-rate (VBR) video traffic with
regular group of pictures (GOP) pattern. Multiplicative ARIMA
process called GOP ARIMA (ARIMA for GOP) is used as a base
stochastic model, which consists of two key ingredients: predic-
tion and model validity check. For traffic prediction, we deploy a
Kalman filter over GOP ARIMA model, and confidence interval
analysis for validity determination. The GOP ARIMA model ex-
plicitly models inter and intra-GOP frame size correlations and the
Kalman filter-based prediction maintains “state” across the pre-
diction rounds. Synergy of the two successfully addresses a number
of challenging issues, such as a unified framework for frame type
dependent prediction, accurate prediction, and robustness against
noise. With few exceptions, a single video session consists of sev-
eral scenes whose bandwidth process may exhibit different sto-
chastic nature, which hinders recursive adjustment of parameters
in Kalman filter, because its stochastic model structure is fixed at
its deployment. To effectively address this issue, the proposed pre-
diction scheme harbors a statistical hypothesis test in the predic-
tion framework. By formulating the confidence interval of a pre-
diction in terms of Kalman filter components, it not only predicts
the frame size but also defermines validity of the stochastic model.
Based upon the results of the model validity check, the proposed
prediction scheme updates the structures of the underlying GOP
ARIMA model. We perform a comprehensive performance study
using publicly available MPEG-2 and MPEG-4 traces. We com-
pare the prediction accuracy of four different prediction schemes.
In all traces, the proposed model yields superior prediction accu-
racy than the other prediction schemes. We show that confidence
interval analysis effectively detects the structural changes in the
sample sequence and that properly updating the model results in
more accurate prediction. However, model update requires a cer-
tain length of observation period, e.g., 60 frames (2 s). Due to this
learning overhead, the advantage of model update becomes less sig-
nificant when scene length is short. Through queueing simulation,
we examine the effect of prediction accuracy over user perceiv-
able QoS. The proposed bandwidth prediction scheme allocates
less 50% of the queue(buffer) compared to the other bandwidth
prediction schemes, but still yields better packet loss behavior.
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1. INTRODUCTION

A. Motivation

APID advances in the performance of hardware, commu-
R nication networks, storage and video compression tech-
nologies enable the user to access video contents in ubiquitous
fashion. The typical application includes various types of video
streaming services, e.g., video-on-demand, video conference,
real-time streaming of news and sports events, each of which
requires widely different bandwidths and QoS requirements,
e.g., HDTV (45 Mbits/s), video conferencing (4.5 Mbits/s),
VoIP (0.3 Mbits/s), data (10 Mbits/s) and on-line games (2
Mbits/s) [1]. For variable-bit-rate video traffic which usually
has slowly decaying sample autocorrelations, static bandwidth
allocation results in an overprovisioning of bandwidth and
causes bandwidth wastage [2]-[4]. Accurate real-time predic-
tion of the future bandwidth process is very important in many
aspects: fair bandwidth utilization, dynamic bandwidth alloca-
tion, end-to-end QoS control of real-time multimedia streams,
etc. All these issues are critical in cell/packet-based B-ISDN
(e.g., ATM), best effort Internet [S], [6] or in circumstances
where per-flow QoS management is enabled [7]. Furthermore,
recent deployment of wireless networks calls for more efficient
use of network bandwidth. For example, IEEE 802.15.2 wire-
less network (piconet) requires careful modeling of VBR video
for dynamic bandwidth allocation [8], [9].

There are a number of issues which a good bandwidth predic-
tion scheme should address. First, a prediction scheme should be
able to exploit the sample correlation structures in predicting the
future frame size. The linear prediction method and neural net-
work method do not properly incorporate the correlation struc-
tures of the underlying frame size sequence. Particularly, the
linear prediction models use separate models for each frame
type sequence and therefore is incapable of representing corre-
lation structures among different types of frames. Second, the
prediction scheme should be robust against noise and should
converge fast. There are three, I, B, and P, frame types in MPEG
coding scheme. I frame, which is also known as intracoded
frames, is coded as a single frame, without references to any
other frames. Predictive coded frame or P frame contains the
difference of earlier I or P frames in the GOP. And B frame
or bidirectional coded frame contains the difference from ear-
lier and later I or P frames in the sequence. The first frame in
the new scene is compressed via intracoding regardless of the
frame type. Among the three frames, intracoded B type frames
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are typical noisy input. This may result in an exceptionally large
B-type frame. A good prediction model should be able to prop-
erly filter out noisy samples in predicting the future frame size.
Simple linear prediction is vulnerable to noisy input. A neural
network-based learner cannot quickly adapt to short term struc-
ture changes in the underlying sequence. Third, the prediction
scheme should be able to detect the structural changes in the
underlying sequence, e.g., scene change, and should be able to
update the prediction model accordingly.

In this paper, we propose a model-based bandwidth predic-
tion scheme for VBR video traffic with a regular group of picture
(GOP) pattern. We use the GOP ARIMA (ARIMA for Group of
Pictures) model as a base stochastic model for the underlying
sequence [10]. Our prediction framework consists of two major
components: frame size prediction and model update. For accu-
rate and robust prediction, we deploy a Kalman filter over the
base stochastic model, GOP ARIMA. An advantage in using
GOP ARIMA as the base stochastic model over other models is
that GOP ARIMA is designed to preserve correlations among
different types of frames. With GOP ARIMA, we can make
frame type dependent prediction with a single model. Many of
the studies on VBR frame size prediction use separate predic-
tors for each frame type sequence, which results in the loss of
important correlation information. With GOP ARIMA, it is not
necessary to use separate prediction model for each frame type
sequence. Kalman filter-based recursive error adjustment main-
tains “state” across prediction rounds. Frame type aware predic-
tion becomes more accurate and robust against unusual input,
e.g., intracoded B frame. The stochastic nature of the under-
lying frame size sequence is highly subject to the nature of a
scene, e.g., motion dynamics. We argue that when consecutive
scenes have different stochastic structure, the prediction model
needs to be updated properly to reflect the stochastic nature of
underlying frame size sequence. Recursive error adjustment in
the Kalman filter may not be sufficient to properly incorporate
the fundamental changes in the underlying frame size sequence.

In this study, we develop an efficient statistical hypothesis
test technique to determine the validity of prediction model.
We model the confidence interval of the frame size estima-
tion in terms of the Kalman filter components, i.e., process
matrix, measurement matrix, state and error covariance. Our
confidence interval-based analysis not only effectively detects
scene change but also provides rigorous ground on predic-
tion accuracy. The proposed model-based prediction method
significantly improves the prediction accuracy and prediction
responsiveness compared to existing linear prediction-based
methods and neural network-based methods.

The proposed prediction algorithm predicts the future frame
size solely based upon underlying frame size sequence and GOP
structure. It does not require any knowledge on source coding
algorithm and/or rate control algorithm at the source end. We
analyze the effectiveness of the proposed prediction algorithm
via examining the prediction accuracy of three different predic-
tion schemes on total of six video traces (three MPEG-2 video
traces and three MPEG-4 video traces). These video traces are
chosen to represent different degrees of motion dynamics in
underlying scenes and different source coding standards. Un-
fortunately, however, only frame size sequences were available
and details of source coding algorithms were not available to
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public [11]-[13]. In all cases, the proposed algorithm (GOP
ARIMA-based prediction) outperforms the existing prediction
algorithms proposed by Yoo [14], Adas [15].

B. Related Works

A fair amount of research has been dedicated to developing
a model for MPEG VBR traffic. Garret et al. [16] analyzed the
long range dependent property of VBR traffic in the context of
self-similarity. Lucantoni et al. [17] modeled the VBR source
using the Markov renewal process. Krunz et al. [18] examined
the structure of the empirical VBR process in a relatively smaller
time scale and proposed a simple model which can simulate the
autocorrelation structure of interframe coded video traffic.

Many studies also analyzed the marginal distribution of the
underlying sequence. Doulamis et al. [19] used the AR(1)
process to represent the relationship between each type of
frame in consecutive GOP’s and added another layer to rep-
resent inter-GOP behavior. Turaga et al. [20] enhanced this
model by using the doubly Markov process to model irregular
GOP patterns. A common limitation of these models is that
AR(1) process has a geometrically bounded autocorrelation
function and thus cannot properly reflect the slowly decaying
autocorrelation structure. Lombardo et al. [21] modeled the
frame size correlations within GOP and proposed an algorithm
to generate MPEG traces which have long range dependent
(LRD) properties at the GOP level.

Several works explicitly model the time dependent behavior,
i.e., regular GOP pattern of VBR traffic: ARIMA [22], gamma-
best autoregression (GBAR) model [23], GOP GBAR model
[24], and GOP ARIMA model [10]. However, the GBAR and
GOP GBAR models yield exponentially decreasing autocorre-
lations while empirical VBR traffic has much more slowly de-
creasing autocorrelations. The GOP ARIMA model success-
fully represents the slowly decaying sample autocorrelations of
the VBR sequence. The ARIMA model has also been used to
model the nonstationary aspects of traffic in networked games
[25] and I/O workload [26].

Traffic prediction requires in depth understanding of the
fundamental stochastic structure, e.g., sample autocorrelations,
of the underlying sequence. In predicting the future bandwidth
process, Manzoni et al. [27] used the aggregate character-
istics, i.e., the first- and the second-order statistics of the I
frame size sequence. They did not consider the autocorrelation
structure of the underlying sequence. Grossglauser et al. [28]
proposed the use of Renegotiated Constant Bit Rate (RCBR)
service to support VBR video. They based their approach
on the AR(1) model and used heuristics to predict the future
bandwidth. Adaptive linear prediction (ALP) has been popular
for real-time prediction of the VBR bandwidth process [15],
[29]. The recursive least square (RLS) predictor is sometimes
used as an alternative to the least mean square (LMS) method
for better convergence although the computational complexity
of RLS is much higher. While linear prediction is very simple
and fast, it does not properly capture the inter- and intra-GOP
correlations. In addition, it cannot quickly react to structural
changes in the underlying sequence, e.g., scene change, and
it is vulnerable to noisy input, e.g., intracoded B frame. Yoo
[14] extended the work of Adas et al. [15] by incorporating a
threshold-based scene detection scheme. Some studies predict
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the VBR traffic from frequency domain analysis. Chong et
al. [30] analyzed traffic in frequency domain and used RLS
and time-delayed neural network (TDNN) methods to predict
the future bandwidth process. Wang et al. [31] analyzed the
VBR process using wavelets. They effectively resolved the
slow convergence problem in least-mean-square (LMS)-based
prediction.

Neural network-based prediction can be useful for long term
prediction including scene length prediction and scene change
detection [30], [32]-[34]. The learning overhead of a neural
network-based approach may prohibit the quick adaptation to
structural changes in the underlying sequence. Bhattacharya
et al. [35] used Recurrent Neural Networks (RNN) to predict
MPEG-coded video traffic. They designed a single-step and
multistep predictor via multiresolution learning. Their results
are quite accurate, but were only conducted on at most a four
step-ahead prediction, which is considered very short-term
when allocating dynamic bandwidth. According to [35], it
takes more than an hour to train the neurons, which produces
accurate single step prediction than Yoo [14] and Adas [15].
However, with 30 frames/s playback, one step prediction is
to predict the frame size which will arrive in next 33 ms. It is
practically infeasible to adjust bandwidth allocation in every
33 ms. Gupta et al. [36] studied the performance of multistep
prediction of neuro-predictors and linear predictors. He showed
that autoregressive Exogenous model performed 23% better
than Recurrent Multilayer Perceptron [35]. Kalman filters have
been effectively used to predict the burstiness of network traffic
[37] and to detect the spread of worms in networks [38].

Detection of scene change has been under intense research for
more than a decade [39]-[42]. Fair amount of works have been
dedicated on scene change detection from content analysis point
of view. Content-based analysis is mainly for off-line computa-
tion and indexing, e.g., video annotation, finding key frames, au-
tomatic generation of video summary, etc. These techniques use
color histogram, motion vector, brightness and etc. which is ob-
tained after uncompressing the video [43]-[46]. Due to its com-
putational complexity and processing overhead, content-based
scene change detection methods do not fit for real-time band-
width prediction and resource allocation.

The rest of this paper is organized as follows. Section II intro-
duces the GOP ARIMA model. Section III introduces on-line
prediction algorithms. Section IV discusses the state system
model of GOP ARIMA and the respective Kalman filter equa-
tions. Section V analyzes the characteristics of the proposed pre-
diction technique. In Section VI, we present confidence interval
analysis to detect the structural changes in underlying sequence.
Section VII presents the notion of a sampling window for the
GOP ARIMA model. Section VIII presents the results of the
experiments and Section IX concludes the paper.

II. Synopsis: GOP ARIMA MODEL

A. Statistical Characteristics of VBR Video Traffic

There are three types of frames in an MPEG coding scheme:
I, P and B. Frame type I is self-contained. Frame type P
carries the information difference from the preceding I or P
type frame. Frame type B contains the interpolated information
between consecutive I or P frame type pairs [47]. The GOP
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Fig. 1. Sample VBR traffic, N(15,3), 30 frames/s 4 Mbits/s MPEG-2: news
clip. (a) Frame size sequence. (b) Sample autocorrelations.

structure specifies the number and temporal order of P and
B frames between two successive I frames. GOP structure is
represented by GOP(S, s), where S is the distance between
successive I frames and s is the distance between consecutive
P frames or the distance between I frame and following P
frame. For example, GOP(15,3) denotes the frame sequence
“IBBPBBPBBPBBPBB”. A fixed GOP pattern is used pri-
marily to achieve the random access granularity requirement
with minimum decoder complexity and with maximum com-
pression ratio. An MPEG-2 coding scheme with GOP structure,
GOP(15,3), is used as the source coding standard for digital
broadcasting service [48], [49]. There are a few important
characteristics which have been commonly observed in most
empirical VBR processes. The first characteristic is the slowly
decaying sample autocorrelations. The second characteristic is
the periodicity in the frame size sequence. There is not much
difficulty in finding the clear cause for these characteristics:
regular GOP structure. Fig. 1 illustrates the sample frame
size sequence and the sample autocorrelations for MPEG-2
GOP(15,3) compressed video.

We use the term nonstationary to denote the VBR frame size
process which has strict time dependent behavior. In our case,
strict time dependent behavior corresponds to a regular GOP
pattern. A process is said to be covariance stationary if covari-
ance of the time series, X;,t = 1,2, ..., E[(X;—p)(X¢yr—pu)]s
is independent of k.

B. GOP ARIMA Model

GOP ARIMA is designed to model the frame size sequence
with regular GOP pattern. It very well captures the correla-
tion structures between the frame sizes within a GOP as across
GOP’s, i.e., inter-GOP and intra-GOP correlations. The GOP
ARIMA model is a special form of the multiplicative seasonal
ARIMA model [50]. The ARIMA model is widely used in mod-
eling, analysis and prediction of nonstationary time series, e.g.,
economic data or weather data. There are two ways to handle
time dependent components in a time series. The first is to sea-
sonally adjust the data, to construct the suitable forecast model
and then to add the seasonal effect back to the forecast func-
tion. The second is to directly embed the seasonal component
in the forecast model. Many of the existing works take the first
approach. They remove the seasonality by aggregation, addi-
tion, or subtraction on the original time series. However, re-
moval of seasonality prior to establishing model risks losing
important correlation information. GOP ARIMA addresses this
problem by building the seasonal components directly into the
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model. The GOP ARIMA model explicitly models determin-
istic time dependent behavior of regular GOP pattern. The GOP
ARIMA elaborately incorporates the inter- and intra-GOP cor-
relation structures of the empirical VBR process and provides
rigorous explanation of the slowly decaying sample autocorre-
lations of the empirical process. It delivers what Norros terms
casual concrete understanding as well as abstract statistical un-
derstanding [51].

A fair amount of studies has been dedicated to developing
a good model for compressed video traffic. Several stationary
time series models, e.g. AR(1) [52], DAR(1) [53], ARMA [54],
Markov Renewal process [55] were proposed. The notion of
self-similarity was also introduced to explain the slowly de-
caying sample autocorrelations in MPEG video dynamics [56],
[57]. These models require that underlying time series is co-
variance stationary. Frame size sequence with regular GOP pat-
tern has strict time dependent behavior and therefore is not sta-
tionary.

A number of works proposed to use separate models, one
for GOP and one for intra-GOP frame size sequence to rep-
resent nonstationarity in frame size sequence [58]-[60]. The
drawback of this approach is that separating the GOP level (ag-
gregation at GOP scale) modeling and intra-GOP frame level
modeling may not represent the sample correlations at lags of
GOP size (e.g. 15 frames). To preserve correlations, Frey and
Nguyen-Quang [61] proposed a nonstationary process called
GOP GBAR model, which is based on Heyman’s gamma-beta
autoregression (GBAR) model [62]. The GOP GBAR model re-
quires that the variance of B frame sizes should be less than the
variance of P frame sizes and that the variance of P frame sizes
is less than the size of I frame sizes. This assumption does not al-
ways hold [10]. GOP ARIMA model well addresses the problem
of existing frame size sequence model.

The basic idea of the GOP ARIMA model is to decompose
a sequence into subcomponents and to find a proper model
for each subsequence and to identify the correlation structures
within as well as between the subsequences. The GOP ARIMA
model is represented as GOP ARIMA (p,d, q)s x (P,D,Q)s.
s and S denote the length of seasonal lags, i.e., P-to-(P or I)
frame distance and I-to-I frame distance. In case of GOP(15,3),
s and S corresponds to 3 and 15, respectively. p and P denote
the autoregressive orders, d and D denotes the difference
orders, and ¢ and () denote the moving average orders for
modeling the intra- and inter-GOP correlations. Let X; be a
frame size sequence of VBR compressed video with GOP(S,s).
Since this time series consists of the sizes of I, P, and B frames,
we decompose the sample process X; as follows:

X, =ai+27 +¢ (D

where z{ and x7 denote the seasonal components which appear
in every s*" and S*" samples, respectively, and ¢, is stochastic
components of the sample sequence.

In this paper, we develop frame size prediction method for
fixed GOP pattern and do not address the situation where dif-
ferent GOP patterns coexist. In practice, GOP pattern is explic-
itly specified at the header of the video content. Therefore, it
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is possible to build new model on-line based upon the under-
lying sequence whenever GOP pattern of the underlying se-
quence changes. Further, it is also possible to identify GOP
structure automatically. The model in (1) can also be modified
in order to handle situations where different structures coexist.
For example, we can use an extended additive model such as
X = th:sl =} + €, where #s denotes the number of sea-
sonal components. In some applications, the components may
be combined multiplicatively, for more detail see Durbin and
Koopman [63]. See the work of [10], which provides thorough
analysis and examples on the structure of GOP ARIMA in non-
stationary VBR process, e.g., GOP(6,3), GOP(9,3), GOP(30,3),
etc.

Determining the GOP ARIMA model for a given empirical
frame size process consists of two steps: (i) removing the non-
stationary, i.e., time dependent, components and (ii) ARMA fit-
ting. In time series analysis, it is common practice to first re-
move the time dependent components from the underlying se-
quence to make it more analyzable. First, we remove the sea-
sonal components by taking the difference at the lags of 3rd and
15th. The resulting time series, say Y3, then becomes more ana-
lyzable one. We use backward operator B which is widely used
in statistics to make the time series expression more compact.
B* X, denotes X;_j. (1 — B)X; thus denotes the differenced
time series, X; — X;_1. We can perform this differencing op-
eration multiple times for each lag. The number of differencing
operations are called difference orders and are denoted as D and
d for a lag of 15 and a lag of 3, respectively. The differenced
process at the lag of 3 and 15 can be obtained by applying the
(1 — B3)*(1 — B')" operator. Differenced process Y; can be
formulated as

Y, = (1-B*%1 - BY¥)PX,. )

The second step is ARMA fitting. Since we take the differ-
ence from the original process, the resulting process Y; now
becomes a multiplicative ARMA process. We denote it by
ARMA(p, q)s x (P,Q)s. ARMA(p, q) and ARMA(P, Q) are
used to model the intra- and inter-GOP sample auto correlations
of the underlying sequence. For the GOP(15,3) process, they
correspond to ARM A(p, q)3 and ARMA(P, Q)15. There are
a number of ways to determine the difference orders (d and
D), autoregressive orders (p and P) and moving average width
(¢ and Q) of the GOP ARIMA models. Some of them require
human interaction, e.g., using least square or maximum-like-
lihood estimator, and others do not, e.g., Schwartz Bayesian
Criterion (SBC) and Akaike Information Criterion (AIC) [50],
[64]. GOP ARIMA model for VBR frame size sequence in
Fig. 1 is formulated as in (3), and parameters are fitted using
SBC

(1-B*)(X;=2.757) = (1-0.730B*)¢;, 62 =(6680.3)%. (3)

Consult [10] for thorough analysis on GOP ARIMA for non-
stationary series.

If underlying time series is known to have multiplicative
seasonality, we can easily determine the length of a pe-
riod or multiplicative periods. We can determine the cycle
length by taking the difference of samples which are D,
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(D = 2,3,4,---,30), lags apart and checking if the resulting
time series is stationary. Generally, the determination of differ-
encing order D is performed by various types of unit roots test
such as augmented Dickey-Fuller test [65]. The unit root test
can be also done by on-line or automatically, for example, see
[66]. Once the periods of the underlying time series is obtained,
we can apply standard method to build a times series for an
underlying sequence [10].

III. SYNOPSIS: ON-LINE PREDICTION OF VBR VIDEO TRAFFIC

A. On-Line Prediction Algorithms

Exponential smoothing is widely used to predict the future
value of time series samples by taking the linear combination
of the past values: Xt+1 =aX;+ (1 - a)f(t, where X; and
X, correspond to estimate and observation at time ¢ and 0 <
a < 1. Exponential smoothing does not excel when there is a
trend in the data. Double exponential smoothing (DES) is used
when the data shows a trend. The smoothing with a trend works
much like simple smoothing except that two components must
be updated each period-level (DES; ,) and trend (DESs ).
The level is a smoothed estimate of the value of the data at the
end of each period. The trend is a smoothed estimate of average
growth at the end of each period. The specific formula for DES
is: DESLt = OlXt + (1 — Oé)(DESLt_l + DE527t_1) and
DESQYt = /B(DESLt—DESLtfl)+(1—/3)DE52¢,1 for0 <
a < 1land 0 < B < 1. Note that the current value of the series
is used to calculate its smoothed value replacement in double
exponential smoothing. Therefore, 1-step prediction in DES can
be calculated as Xt+1 = DES,++ DES, 4, because the series
in DES are assumed to be composed with two components, level
and trend. Naturally, an N-step prediction is as

X4y =DES;,+ N -DES,,. (4)

For more details on DES, see [67]. Laviola examines the ef-
fectiveness of Double Exponential Smoothing and Kalman filter
in predictive motion tracking [68].

ALP is widely used because of its simplicity and relatively
good performance. It does not require any prior knowledge
of data statistics, nor does it assume stationarity. By [14], a

p'P-order linear predictor has the form

p—1
XH-N = Z wt(l)Xt—l = WZ:Xt 5)
1=0
where w; = (w;(0), - - -, ws(p—1))? denotes a prediction filter

coefficient vector which minimizes the mean square error, and
X is a set of current and previous values of X;. Parameter p
indicates the number of past values used for estimation. Lete; =
Xiyn — Xt+ . Starting with an initial estimate of the filter
coefficient w, and for each new data point, the ALP method
updates w; using the following recursive equation by [14]:

et Xy
Wil = Wi+ ﬁXW ©)

The step size p is fixed during the entire prediction. If 0 < p <
2, then the least mean square error will converge to the mean.
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The use of a large y results in faster convergence and quicker
response to traffic change. In contrast, a small y results in slower
convergence with less fluctuation after convergence [15].

B. Kalman Filter and On-Line Prediction

A Kalman filter is a kind of an adaptive filter that provides
a recursive solution to the linear optimal filtering problem. A
Kalman filter is essentially a set of mathematical equations and
state space models that implements a predictor-corrector type
estimator that is optimal in the sense that it minimizes the es-
timated error covariance. It applies to nonstationary as well as
stationary processes. For more details on Kalman filter, see [67].
A Kalman filter has two important vectors: state and measure-
ment.

The state vector F (M x 1) is the minimal set of data to de-
scribe the dynamic behavior of the system. In other words, the
state is the least amount of data about the past behavior of the
system that is needed to predict its future behavior. The mea-
surement vector X;(N X 1) is a measurement at time t. The
Kalman filter uses two equations: the Process Equation and the
Measurement Equation. The Process Equation is used to predict
the state of the system at ¢ + 1 for a given F; and is defined as

Fip1 = AF, + W, @)

The M x M matrix A; in (7) is called the process matrix. The
process noise, W, is assumed to be a zero-mean, additive, white
Gaussian process with the process noise covariance matrix @y

defined by E[W, W] = {82 t ﬁgi " ; i

The Measurement Equation derives the measurement from
the state. Equation (8) is the definition of the measurement equa-
tion

Xy = HF 4+ V. ®)

The N x M matrix H; is called the measurement matrix. The
measurement noise V, is assumed to be a zero-mean, addi-
tive, white Gaussian process with measurement noise covari-

ance matrix R, defined by E[V,, VT] = [Ift g Z ; i

The Process noise W; and the measurement noise V, are
uncorrelated with each other. Let the state-error vector E; be
the difference between the state F'; and the estimated state ﬁ‘t,
ie., E; = F; — Ft. We define the error covariance matrix
P, as E[(F; — F,)(F; — F,)7], for simplicity we will put it
as E[E;ET]. Kalman filtering operates by predicting and cor-
recting recursively. In the Kalman filtering algorithm we use a
pair of time points priori- and posteriori-. At time ¢, we already
have an estimate of state F'; predicted at time ¢ — 1. We call this
priori estimate of the state, F; (a “7’ symbol over F; means
a priori estimate). We call this process predicting. In a similar
mannet, priori error covariance matrix P, at time ¢ is defined

as P, = E[(F; — F, )(F; — F;)T]. Via linear combinations
of the priori estimate and a measurement X; made at time ¢,
we generate a posteriori estimate of the state, F,. This process
is called correcting. Given P, , we can compute the posteriori
covariance matrix P, attime t as P, = E[(F,—F,)(F,—F;)T].
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Enter prior estimate f:;

and its error covariance P,

o

Compute Kalman gain:
K =B H/(HPH +R)"

—l X, X, X5,

Project Ahead Update Estimate with zk:
Fooi= 4, Fo F=F +K,(X,~H,F)
Fa=A4R4"+0,

\ ‘J lgu,lgl,f:z,...

N-step predictor

Compute error covariance:
B=(U-KH)F

Frow = 4 F,

'

Fig. 2. Kalman filtering algorithm.

Fig. 2 illustrates the Kalman filter algorithm. First, the Kalman
filter derives one-step ahead forecast F;; from F,

Fr 2 AF,. 9)

Based on (7) and (9), we can estimate the error involved in a
1-step prediction of state with E; = A,E; 1 + W;_1. Subse-
quently, we can obtain the priori covariance matrix with P, =
E[E;E; "] = AP, 1 AT + Q1.

Now, we compute the Kalman Gain Matrix, K. The Kalman
Gain Matrix is an important matrix that is used to estimate the
state and the error covariance matrix with less error. It is defined
in terms of the a priori covariance matrix and measurement ma-
trix H;

A 5= 4T J— —1

Ky =P H/ (HPfH +R,) . 10)

Finally, we represent the state prediction at ¢ as a linear combi-

nation of priori estimates and the difference between measure-

ment X; and the estimation of measurement Htf‘; . Equation

(11) is the formula for obtaining the posteriori estimate f‘t in
which Kalman gain K, is a linear coefficient
N .

B2y 4+ K (X - HET). (11

The method for computing error covariance is similar to the
method for updating the estimate. The error covariance can be
computed as P, = (I — K;H;)P, . By operating these proce-
dures of predicting and correcting recursively, Kalman filtering
provides a one-step ahead predicted value each time. By recur-
sively applying one-step ahead prediction N times, we obtain
N step ahead state estimates and then by applying the Mea-
surement Equation, we can obtain IV step-ahead frame size es-
timates via XJ_VH = HtAint.

IV. KALMAN FILTER OVER GOP ARIMA MODEL

A. State Space Model of GOP ARIMA Process

We deploy Kalman filter in the GOP ARIMA model to predict
the future frame size. For prediction, we convert the structural
representation of GOP ARIMA time series into a state space

IEEE TRANSACTIONS ON SIGNAL PROCESSING, VOL. 58, NO. 3, MARCH 2010

model of the Kalman filter. This is normal practice in time se-
ries-based forecasting [50]. The term state space is mostly used
by control engineers to model systems which vary over time.
One of the advantages of using the Kalman filter is that it en-
ables us to predict not only immediate future frame size but also
to make long term prediction if future frame size. In a state space
model, measurement at ¢ is taken to be the linear combination
of state variables, which as a whole constitutes the state of a
model.

To establish a state space model for Kalman filter, we first
define state and measurement of the model in the context of the
GOP ARIMA. Measurement at ¢ corresponds to frame size at
t denoted by X;. Generally, the measurement (or observation,
equivalently) is assumed to be contaminated by error and most
control model embodies the error in its measurement model. In
our context, however, frame size we observe is actual size of
the frame and does not contain any error. In our model, we do
not have measurement error term in measurement equation (8).
State of the system is minimal set of current and past values of
variables upon which the future state can be determined. State
vector is collection of these variables.

In deriving a state space model from GOP ARIMA,
we need to represent X; as a linear combination of its
past values and some stochastic components. To help
the understanding, we proceed with an example model,
GOPARIMA(1,1,1)5 x (1,1,1)15. Let X; and Y; be a
frame size sequence and a differenced process from X, i.e.,
Y; = (1 — B*)(1 — B®)X,, respectively. Then, X;, can be
represented as

Xe=Xp 3+ X 15— Xp1s + V3 (12)

The differenced process Y; is a multiplicative ARMA
process, ARMA(1,1)3 x (1,1)15 and can be represented as in

(1 - ¢B*)(1 — ®BY)Y; =(1+9B*)(1+ ©BY)¢,

e ~WGN(0,0?) (13)

where ¢, @, 6, and © denote coefficients in moving average and
autoregressive expression. To make (13) more manageable, we
introduce AR process Z;, Z; = (1 — ¢B3)(1 — ®BY)Z; = ¢;.
With Z,;, we rewrite Y;,

Yi =7+ 07 3+ 07 15+ 007 1. (14)

From (12), (13), and (14), X; can be represented by the linear
combination of its past values and the autoregressive process Z;

X=Xt 3+ Xi_15— X418+ 24407, _3+0O7;_15+007Z;_135.

(15)
Xi-3, Xy 15, X¢-18, %4y 243, 2415, and 7y 1g are suffi-
cient to represent X;. Since these terms are a certain lag apart,
thereneed X;_1,..., X¢—1sand Z;, ..., Z;_1g to properly rep-
resent the X;. Now, we define the state of GOP ARIMA model.
Let X; and Z; be the set of the most recent eighteen values of
X;’s and the most recent nineteen values of Z;’s, i.e., X;_1 =
[Xt,187 s 7)(75,1]71 and Zt = [thlg, Zt,177 sy, Zt]T. From
(15), frame size X; can be obtained using the linear combina-
tion of the components in X;_; and Z;. We define a state F,
of GOPARIM A(1,1,1)3 x (1,1, 1)15 as the concatenation of
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Fig. 3. Process matrix A and error matrix W for GOP ARIMA model.

Z;and X;_4,ie., F, = [Z], XtT_l]T. State F; is represented
as

Fz—' = [Zt—ls-,"",Zt—17Zt7Xt—187'"7Xt—1]' (16)

B. Prediction of State

The predication scheme determines the future state of a
system based upon some predefined evolution rule and the
current state information. In Kalman filter, process equation
defines the rule of evolution. Particularly in model-based pre-
diction, process equation (or process matrix) embodies the time
series model upon which the Kalman filter is deployed. We
develop a process equation for our prediction model.

The state of our system consists of two vectors Z; and X;_1.
As time proceeds, individual elements in these two vectors are
shifted to its left. The right most elements in Z; and X;_; are
shifted out. The left most positions of these vectors are filled
with new values. The new values in Z; and X, are obtained
according to the autoregressive model (17) and GOP ARIMA
model (15), respectively. In this light, we can partition the
process matrix into two components: those for updating Z, and
those for updating X;.

We first discuss how to update the autoregressive process Z;,
(1—¢B?)(1—®B')Z; = ¢ and the respective process matrix.

1225

In GOP ARIMA(1,1,1)3 x (1,1,1)15, Z; is represented by the
linear combination of its previous values and some stochastic
component as

Zy =¢Ls_ 3+ PZi_15 — pPZi_18 + €4

e ~WGN(0,0%). (17)

Let I' be process matrix for Z,. Basically, I is responsible for
shifting the elements in the current state vector and for taking
the linear combination of the state variables according to (17) to
obtain the new one. We can obtain the process equation for one-
step state predictionas Zy 11 = I'Zi+ WY, W? = [0---0¢,41].
Equation (18) illustrates this equation

Zy_a7 0 1 0 0 0
Zi 16 0 0 1 0 0
: =|: ' 0
7, 0 0 e
Ziin 0 ¢ ® ¢ 0 0

Zi_18 0

Zy_17 0

X : + | (18)
Zi_1 0
Ly €t+1

Evolution of X; follows precisely the same fashion with
the evolution of Z;. The elements in the current state vector
get shifted and the new value is derived based upon some
stochastic model. The only difference between the updates
(or evolution equivalently) of Z; and X, is the way how the
new value is computed. For X;, the new value is computed
based upon GOP ARIMA model in (15) while for Z;, the
new value is computed based upon autoregressive model
in (17). Combining the process matrix for Z; and X,;, we
finally establish the process matrix A and error W,, for
GOPARIMA(1,1,1)5 x (1,1,1)15 as in (19) and (20),
respectively, shown at the bottom of the page.

Fig. 3 schematically represents the organization of the
process matrix A in (19) and error W;. In practice, process
matrix has a sparse and very simple structure. The process
matrix A consists of process matrix for Z; and X;_;. The last

ro 1 0
0 0 0
0 :
o 92 0 0 ¢
A= 0 0
0
L¥® 0--- © 0--- .- 9
WI=[00 - 0egp 00 --- 00]

01

0

1 0

o 0o ... 0
1 0 19)

0

.. 1

1 -1 0 1 0-- 1 0 0l
(20)
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TABLE 1
SCENE LENGTH OF EMPIRICAL VIDEO TRACES

| Video | Scene Changes | Average(min : sec) | Variance(sec?) | Max(min : sec) [ Min(min : sec) |

Drama 7 0:49 1458.4 1:50 0:09
News 43 0:07 24.6 0:21 0:01
Sports 32 0:09 71 0:41 0:01
18 18 y ; y 18
6l Frequency mmm | 16t Frequency s | 16l Frequency mmmm |
14+ 14 14+
12 212y 12t
& 10 101 G 10}
3 > 8t S 8l
g8 3 3
IC 6 - 8f T 6f
s 4+ 4t
2t 2r 2L
0
0001 021 041 101 121 141 0:01 0:05 0:09 0:13 0:17 0:21~ O oo 007 013 0:19 025 031
~0:20 ~0:40 ~1:00 ~1:20 ~1:40 ~0:04 ~0:08 ~0:12 ~0:16 ~0:20 ~0:06 ~0:12 ~0:18 ~0:24 ~0:30
Scene Length (min:sec) Scene Length (min:sec) Scene Length (min:sec)
(a) (b) ©)

Fig. 4. Scene length distribution of empirical video traces (5 min each). (a) Drama. (b) News. (c) Sports.

row of the process matrix A is used to derive X;, which is
shown in (15).

As afinal step, we develop a measurement equation which ob-
tains measurement from the state. Recall that the last element of
F;1 is Xy41. Therefore, prediction of the measurement can be
directly obtained from predicted state. We can define the mea-
surement matrix H as the last row of the process matrix A4, i.e.,
H = [A371,As7,2,- -, A3z 37]. We can obtain frame size X
as X; = HF; + V;. Note that there is no measurement error in
frame size prediction and V, = 0.

V. ANALYSIS OF KALMAN FILTER-BASED PREDICTION

A. Robustness and Convergence

The Kalman filter has robust properties in that it is insensi-
tive to the distributions of the process noise W, (7) and mea-
surement noise V; (8). For example, when the distributions are
non-Gaussian, the Kalman filter still works well (see, e.g., [64]).
The Kalman filter generally produces a good prediction in spite
of various and uncertain kinds of noisy input. Furthermore, com-
pared with prediction using a neural network algorithm, predic-
tion by the Kalman filter is very fast in its convergence. Watson
[69] showed that the convergence rate of the prediction is the
squared root of the sample size. Accordingly, prediction by the
Kalman filter can cope with rapid changes even when there
is highly fluctuating traffic caused by coding algorithms. This
ability of the Kalman filter makes resource allocation in the net-
work efficient.

B. Algorithmic Aspect

In practical implementation, we need to consider space and
time complexity of a given algorithm. Despite the large dimen-
sion of the state vector and the process matrix, our prediction

scheme does not require a large amount of memory and the com-
putation can be done very efficiently.

Kalman filter-based prediction consists of matrix to vector
multiplications and computation of vector products. The di-
mensions of the matrix and vectors involved in the prediction
step majorly govern the complexity of the computation. In our
prediction scheme, the computational complexity can improve
significantly exploiting the structure of the state model. There
are three major components in Kalman filter-based prediction:
process matrix, state vector, and measurement matrix. In our
prediction scheme, the dimension of the state vector is gov-
erned by the difference orders (d and D) and the lengths of
the seasonal legs (s and S). The state vector is the minimum
amount of information required for prediction, and in our
prediction scheme, the dimension of state vector corresponds to
0(2(8d+SD> + 1) FOI‘, GOPARIMA(L 17 1)3 X (1 17 1)15,
Dimension of state vector corresponds to 37. Theoreti-
cally, the dimension of the process matrix corresponds to
(2(sd + SD) + 1)2, which is a practically not feasible. In our
scheme, process matrix is responsible for shifting the elements
in Z; and X; and computing the new values. Therefore, the
process matrix can be virtually represented with coefficients
of autoregressive process for Z; and GOP ARIMA process for
X. Further, coefficients for Z; are a subset of coefficients for
X¢. Therefore, we require only O(p + P + ¢ + Q) space for
the process matrix. In practice, each of p, P, ¢, and @ is rarely
greater than 1.

Let us examine the computational aspect of the prediction.
The most complex computation in our prediction scheme is the
computation of the process equation, Fy11 = A;F; + W,.
This computation requires O((sd+ S D)?) computational steps,
theoretically. As described in Section IV, our process equation
is responsible for shifting the position of the elements in X; and
Z, and computing the new values. Shifting the position of the
elements does not require any computation if we use proper data
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TABLE II
OBSERVATION SIZE VERSUS GOP ARIMA MODEL, DRAMA, GOP(15,3)

[ No. of Samples [ Model | Equations
60 (0,1,1)3 x (0,1,0)15 Y; = (1 —0.58B%)¢, / 02 = (2314.3)2
90 (0,0,0)3 x (0,1,1)15 Y; = (1 —0.63B)¢, / 0 = (2030.6)>
120 (0,0,0)3 x (0,1,1)15 Y; = (1 — 0.49B%)¢; / 0> = (1875)?
150 (0,1,1)3 x (0,1,1)35 | ¥; = (1 — 0.89B%)(1 — 0.47B)e; / 0 = (1729.8)°
180 (0,1,1)3 X (0,1,1)15 | ¥; = (1 —0.67B%) (1 — 0.36B)e; / 0> = (1649.1)*

structure for the state vector, e.g., circular array. Therefore, the
computational complexity of the process equation is bounded
by the complexity of computing a new value in X; according
to (15). In GOP ARIMA modeling, (¢ + 1)(Q + 1) terms are
required to represent the moving average and the (p + 1)(P +
1) — 1 nonzero terms to express the autoregressive part of the
time series. The computation of the new value, i.e., predicting
the new value in the next state can be done in O(pP + ¢Q).
The rest of the Kalman filter procedure, e.g., computing Kalman
gain, error adjustment, are less computationally intensive.

We close this discussion by briefly presenting the results from
the physical experiment. We modeled 22 video sequences with
different GOP patterns, different frame rates and different mo-
tion dynamics. In 18 of 22 cases, p = 0 and P = 0. The
moving average order never goes beyond 1. Refer to Table II
and Table IV for the actual the GOP ARIMA models. In 21 of
the 22 GOP ARIMA models, the prediction of the new frame
size involves less than four nonzero terms. Despite the dimen-
sions of the process matrix, the actual computational overhead
of the Kalman filter-based prediction is very small and does not
detract from its practical usage.

VI. UPDATING PREDICTION MODEL

A. Traffic Model and Structural Change

One of the fundamental assumptions in Kalman filter-based
prediction is that the system state evolves according to the
process equation. Because the process equation embodies
the stochastic model for the underlying sequence, Kalman
filter-based prediction (or any model-based prediction) may not
be able to handle the structural changes in underlying sequence
even though it has an effective recursive error adjustment mech-
anism. We argue that a good prediction scheme should be able
to determine the validity of the stochastic model upon which the
prediction is made. Further, we argue that such determination
should be fully integrated into the prediction framework. We
adopt confidence interval analysis to achieve this objective.

Due to the characteristics of the state of the art video com-
pression schemes, the stochastic characteristics of the frame size
sequence are closely dependent upon the nature of the scene
[10]. Scenes with highly dynamic motions, e.g., sports video,
and scene with static nature, e.g., news video, may exhibit very
different correlation structures in their respective frame size se-
quences. We first examine the primitive statistics of “scenes” in
video clips. The length of a scene ranges from several seconds
to several minutes [70]. We visually inspect three video clips,
Drama, News, and Sports, each of which is approximately 6
min. long. Table I summarizes the statistics of each clip, and

Fig. 4 shows the scene length distribution of each empirical
video trace.

News video clips have the most frequent scene changes with
an average scene length of 7 s. Drama video clip has the least
frequent scene changes with an average scene length of 49 s.
News usually has frequent scene changes. In drama sequence,
scene changes occurs less frequently. If we properly exploit the
categorical information of video contents, we can make scene
change detection much more accurate.

B. Confidence Interval Analysis

We perform a confidence interval analysis to determine the
validity of our prediction model. When the actual frame size
lies within a certain distance from the predicted value, we re-
gard that the prediction model is valid. Let us briefly re-visit the
notion of confidence interval analysis. When it is not possible
to examine all the elements in the set, which is actually true in
most cases, we examine a fraction of the original set and esti-
mate the statistical characteristics of the original set. A typical
example is estimating the mean and/or variance of the original
set. The confidence interval is denoted with probability p. Let
X,, and n be the sample mean and sample size, respectively.
Let us assume that the standard deviation of the original popu-
lation, o, is known. Then, we can estimate the mean, p, of the
original population

Xn—zﬁgug)?n+zi.

NG

The z in (21) determines the width of the confidence interval
relative to probability p. In practice, the values of z, 1.645, 1.96
and 2.58 are often used for the 90%, 95% and 99% confidence
levels, respectively. Although populations do not follow Normal
distribution, P(—z < &, < z) corresponds to 0.90, 0.95 and
0.99 when &, = /n(X,, — p)/o and z is 1.645, 1.96 and
2.58, respectively, according to the central limit theorem. For
more details on Confidence Interval Analysis, see [71]. One of
the important requirements of our confidence interval analysis
is on-line detection capability. The detection method should be
rigorously and efficiently integrated into the prediction scheme.
To address this issue, we use confidence interval analysis in our
prediction scheme. The key ingredient for integration is to repre-
sent the confidence interval of the prediction in terms of Kalman
filter components. The confidence interval analysis not only de-
tects scene change but also provides a rigorous basis on detec-
tion accuracy. A confidence interval-based approach manifests
itself when we do not have any prior knowledge on the future
frame size sequence, e.g., live video feed.

If we have a scene change at time ¢ + 1 with its statistical
characteristics being very different from those of the scene

2n
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Fig. 5. Sampling window size and prediction error with GOP(15,3), 4 Mbits/s and 30 frames/s. (a) Drama. (b) News. (c) Sports.

up to time ¢, there is a good possibility that the frame size
observed at ¢ 4+ 1 does not lie within the confidence interval
obtained at ¢. Strictly speaking, we are interested in a condi-
tional confidence interval because our confidence interval is
strongly based on the frame sizes of the past. To establish a
confidence interval for (# 4+ 1)*" frame prediction, we establish
the sample mean and sample variance for the (¢ + 1)*! frame
prediction. Recall that frame size in our context corresponds to
measurement, X,. Let the sample mean and sample variance
be E(Xt+1|Xt, Xt—17 .. ) and U&T(Xt+1|Xt, Xt—h . '),
respectively. We represent these values using the components
in our Kalman filter model. From the definition of a Kalman
filter, E(Xy41|Xs, Xy—1,---) is equivalent to X, ,. Xi; is
obtained by applying measurement matrix H; to the priori
estimate of state Ft_ 11

X t_+1 = E(Xt+l|Xt7 Xt—h . ) = Htf‘t_Jrl' (22)

From Theorem 1, variance of one
var(Xeq1|Xe, Xi—1,- - -) is defined as

step prediction

’l)CAL’I"()(t_|_1|)(t7 Xt—h . ) = Ht (AtPtAf + Qt) H;T + Rt.

(23)

Theorem 1: Let A; and H, be the process and measurement

matrix in the Kalman filter for the GOP ARIMA model. Let

Py, Q;, and R, be the error covariance matrix of the state-error

vector E;, error covariance in the process equation, and error

covariance in the measurement equation, respectively. Then, the

variance of one step prediction of (¢ + 1)*"’s frame size corre-
sponds to H;(A; P, AT + Q,)HT + R;.

Proof: From the definition of variance and given the fact

that X1 and Xt+l are scalar values, we can establish the fol-

lowing relationship:

Uar(xt-i-l |Xt-, X1, )

-k {(Xm - X;+1) (Xt+1 - X;+1)T] .4

In the Kalman filter model, we assume that V. is uncorre-

. A T
lated with F'; 1 and therefore E[W, 1 (Fyy1 —F, ;) Hl'| =
0. Furthermore, since ¥, is a linear function of the set of

the states and the measurements observed through time ¢, ft_ 11
must be uncorrelated with V1 by the fact that E(V ;1 X7T) =

E[Vi11(H:F:+V;)T] = 0. For more details on confidence in-
terval analysis, see Hamilton [65]. From this property and mea-
surement equation of the Kalman filter, we can establish the fol-
lowing relationship:

R . R T
E [(Xtﬂ - Xf+1) (Xt+1 - X;+1) }
= E |:(HtFt+1 + Vt—‘,—l - Htﬁ‘t_—l—l)

N T
X (HtFt+l + Vt+1 — HtFt_+1) :|

S A N T
5 [Ht (Ft+1 - F;+1) (FtJrl = F;+1) HtT]
+ B[V VI

Then, from the definitions of Ptj_l and R;, and the covariance
matrix of the Kalman filter, we can obtain the following,

A ~ N T
B [Ht (Ft+1 - Ft_+1) (Ft+1 - F[H) Jita }
+E [Vis1 VE]

= H, P H + R,
= Hy (AP AT + Qi) H + Ry

Hence the claim.Q.E.D. [ |

Using (22) and (23), we can establish a confi-
dence interval for frame size measurement as
Ht];“t]_l +  2/H(APAT + Q,)H] + R;. Measure-

ment att + 1, X + ¢ + 1 is said to be valid if it lies within the
confidence interval

Htﬁ‘t_—l—l - Z\/Ht (AtPtA’tT + Qt) HtT + Rt S Xt+1

< HF7, +2\/H (APAT + Q) HT + R, (25)

When measurement at time ¢ + 1 lies outside the confidence
interval calculated at time ¢, this suggests that the underlying
sample sequence cannot be properly estimated with the current
model.

A certain measurement value can be very noisy despite the
fact that the underlying model does not need to be changed. To
properly detect scene change, we introduce the notion of the
detection window, 7 and the threshold, 1). We determine that a
scene has changed if for 7 number of consecutive frames, the
actual frame size lies outside the prediction confidence interval
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Fig. 6. Sample video scenes. (a) Drama. (b) News. (c) Sports.

TABLE III

PARAMETERS FOR MPEG-2 VBR VIDEO TRACES
File name Drama.mpg | News.mpg | Sports.mpg
Stream Type MPEG?2 Elementary
Number of Frames 11001 | 10801 | 11317
Frame Rate 30 frames/sec
Mean Frame Size (byte) 16684 16679 16686
Min/Max Frame Size (bye) 8294/64048 8421/65760 8367/53445
Number of GOP 733 720 745
Mean GOP Size (byte) 249281 250002 251051
Min/Max GOP Size (byte) || 208367/339944 | 207967/345825 | 180592/320332

for more than or equal to % times. If the scene changes, we
believe that the changes in the stochastic characteristics should
be immediately visible or within a few numbers of GOP’s at the
latest. Thus, we set the detection window size T to the length of
the GOP. There are a number of practical issues in determining
7 and 1. We will address these issues in the experiment section
(Section VIII-C).

VII. SAMPLING WINDOW FOR GOP ARIMA MODELING

We can build a more accurate model as we examine a larger
number of samples. However, in practice, we need to balance
model accuracy and the overhead of building the prediction
model. More importantly in our context, scenes change dy-
namically and therefore we cannot wait long to collect frame
size samples. We define the number of samples used to build
the model as the sampling window. We examine the sampling
window size and the accuracy of the model. This experiment
helps us to determine the proper sampling window size. We
use frame size sequences from a Drama video clip [Fig. 13(a)].
Table II summarizes the results. Fig. 5 shows the prediction
error based on each GOP ARIMA model in Table II. Each
graph corresponds to 30, 60, and 90 step prediction. The x
axis corresponds to the sampling window size, and the y axis
denotes normalized mean square error (NMSE). We found that
sampling window sizes of 90 and 120 frames yield the lowest
prediction error.

VIII. EXPERIMENTS

A. Environment

We perform comprehensive experiments to examine various
aspect of the proposed prediction scheme. In this experiment,
we use total of twelve frame size sequences. We use two
different compression methods: MPEG-2 and MPEG-4. We
use three different GOP structures: GOP(15,3), GOP(12, 3),

and GOP(9,3). This comprehensive test enables us to verify
the effectiveness of the proposed prediction scheme under var-
ious settings. There are three MPEG2-GOP(15,3) sequences,
three MPEG4-GOP(15,3), three MPEG2-GOP(12,3), and three
MPEG2-GOP(9,3). MPEG-2 traces are in-house generated,
with 4 Mbits/s playback rate (DVD quality). Bandwidths of
MPEG-4 traces ranges from 250 to 600 Kbits/s. Under these
two compression scheme, we can evaluate the effectiveness of
prediction methods under HD quality video streaming as well
as video streaming in a mobile wireless environment.

For MPEG-2 video traces, we carefully select video clips
with different motion dynamics and scene change characteris-
tics: News, Drama, and Sports (Basketball). These traces are
publicly available at [12]. They have GOP(15,3) structure with
30 frames/s frame rate, i.e., total GOP size is 15 frames and
P frame appears in every 3 frames. MPEG-4 video traces used
in the study are obtained from public site [11]. We use three
well-known and widely used video traces: Bean (580 Kbits/s),
Jurassic Park (770 Kbits/s), and Star Wars (280 Kbits/s). Sum-
maries of the frame size sequences are presented in Table III
and Table IV, and Fig. 6 shows a snapshot of drama, news, and
sports video traces.

Our experiments examine five aspects of the bandwidth
prediction: (i) accuracy of prediction schemes; (ii) accuracy of
confidence interval-based scene change detection; (iii) effect
of scene change detection and prediction error; (iv) effect of
Model update on prediction accuracy; and (v) effect of band-
width prediction over application level QoS. We consider three
prediction schemes to compare the test results against: Double
Exponential Smoothing [68], ALP [14], and Prediction Scheme
by Adas et al. [15]. Our predictor uses the first 90 samples
(frame sizes) to construct the GOP ARIMA model for predic-
tion. Using Kalman filter, our prediction model continuously
predicts and recursively updates the model parameters. If the
difference between the predicted and actual frame size satisfies
our model update condition, it builds new model.

Authorized licensed use limited to: Hanyang University. Downloaded on March 31,2010 at 01:12:25 EDT from IEEE Xplore. Restrictions apply.



1230

IEEE TRANSACTIONS ON SIGNAL PROCESSING, VOL. 58, NO. 3, MARCH 2010

TABLE 1V
PARAMETERS FOR MPEG-4 VIDEO TRACES

Name of the Movie Mr. Bean | Jurassic Park I l Star Wars IV
Stream Type Mpeg-r
Number of Frames 89113 | 89998 [ 89998
Frame Rate 25 frames/sec
Mean Frame Size (byte) 2909 3831 1376
Min/Max Frame Size (byte) 93/15251 72/16745 26/9370
Number of GOP 7426 7499 7499
Mean GOP Size (byte) 35000 46300 17000
Min/Max GOP Size (byte) 2294/130332 | 2105/144732 900/70850
0.4 Double Exponential Smoothing —~— 0.8~ T T 'DESP = 0.6~
0.35[  GOPARIMA basad Prediction = 1 0.7 Adaptive Lne SERKINMA = 1
0.5
031 1 0.6
w 0.25} w 0.5} w %4
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Fig. 7. Prediction step versus prediction error for GOP ARIMA, double exponential smoothing and ALP, GOP(15,3), 30 frames/s, 4 Mbits/s. (a) Drama. (b) News.

(c) Sports.
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Fig. 8. Cumulative distribution of video traces.

There are a number of metrics for quantifying prediction
accuracy. We use both signal-to-noise ratio (SNR)! and nor-
malized mean square error (NMSE).2 These two metrics have
slightly different characteristics. SNR metric is used in many
areas, especially in signal processing. It captures the ratio
of the total error to total frame size, which is a good quick
method for determining predictor’s performance. References
[14], [15], and [35] used SNR™! as a performance metric for
prediction accuracy. NMSE consists of two parts, mean square
error (MSE) and normalize part. The MSE quantifies error in
time domain and the deviation measures performance in space
domain.

B. Prediction Accuracy: MPEG-2

We compare the prediction accuracy of the three prediction
schemes: GOP ARIMA-based prediction, ALP [14] and Double
Exponential Smoothing-based Prediction (DESP) [68]. In this

ISNR™' = 327 ((si — 5:)%/5?)
ANMSE = (1/a2n) S0 (s — 6:)?

experiment, we consider prediction within a scene having 60,
90, and 120 prediction steps. We use MPEG-2 traces with
GOP(15,3) in Table III. Results of only one GOP structure can
obscure view on other perspectives on different GOP structures.
In order to overcome the limitation, GOP(9,3) and GOP(12,3)
are also used in our experiment to generalize the performance
of GOP ARIMA.

In ALP, we use three linear predictors for each frame type, I,
B, and P. The step size p in (6) is selected to be 0.01. Using a
small p results in slow convergence and less fluctuation after
convergence. Using this value, the least-mean square (LMS)
will converge on the mean [15]. We select the order p with
6 < p < 12 with Akaike Information Criterion (AIC) [64]. For
GOP ARIMA-based prediction, we use (26) as GOP ARIMA
models for the three video clips with a sampling window size of
90.

[Drama] (1 — B¥)X,;=(1—0.63B%)¢;, 02=(2030.6)*
[News] (1— BY¥)X;=(1-0.41B%)¢, 0> =(2314.3)*
[Sports] (1 —0.514B% — 0.405B%)(1 — B3)(1 — B¥)X,

=(1—-0.98B")¢;, 02 =(1795.5)°. (26)

Fig. 7 quantifies the prediction error for the three prediction
schemes, and illustrates NMSE under varying prediction steps.
In all three prediction schemes, prediction error tends to in-
crease with the prediction step. Recall that we are using a 30
frames/s frame sequence. 90 step prediction, for example, es-
timates the frame size in 3 s interval. As can be seen in Fig. 7,
GOP ARIMA-based prediction exhibits superior accuracy com-
pared to DESP and ALP. The relative difference in prediction
accuracy becomes larger as the number of prediction steps in-
creases.

In addition, prediction error is much larger in the Sports clip
than in the other two video clips. We suspect that this is partly
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due to the scene length distribution of the Sports clip and the
dynamic nature of the video scene. Table V illustrates the scene

length statistics. Drama has the longest scene length with an av-
erage of 49 s and median of 34 s. For News, the average and
median value of scene length are 7 and 5 s, respectively. For the
Sports video clip, the average and median scene length are 9 and
7 s, respectively. Fig. 8 illustrates the CDF of scene length dis-
tributions of three video clips. We compare the prediction accu-
racy of GOP ARIMA, Adas, and Yoo’s methods for GOP(12,3)
and GOP(9,3) video traces. Table VI illustrates GOP ARIMA
model of three video traces for 60 step prediction. Fig. 9 illus-
trates the results of our experiment. We examine NMSE of 30,
60, and 90 steps prediction under two different GOP structures.
Fig. 9(a) and (b) illustrates the experiment results for GOP(9,3)
and GOP(12,3), respectively. In both of GOP structures, predic-
tion with GOP ARIMA with Kalman filter and Yoo yields lower
NMSE score than the prediction based upon Adas’s scheme. In

Comparison of NMSE Output Result: Star Wars
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C.L(Sports). (i) 99% C.1.(Sports).

TABLE V

SCENE LENGTH OF EMPIRICAL VIDEO TRACES

[ Video [ Scene Changes [ Avg [ Var [ Max [ Min [ 1Q(25%) [ 2Q(50%) | 3Q(75%) |
Drama 7 49 [14584 [ 110 [ 9 13 34 76
News 43 7 [ 246 | 21 1 3 5 9
Sports 32 9 71 41 1 3 13

TABLE VI

OBSERVATION SIZE VERSUS GOP ARIMA MODEL, GOP(9,3), AND GOP(12,3) WITH STEP 60

[ Video [ GOP | Model | Equations |
Drama | GOP(9,3) | (1,1,0)3 x (1,1,0)9 (1-04B%)Y; = (1 — B®)e; / 02 = (708.9)?
News | GOP(9,3) | (0,1,1)3 x (1,1,0)9 | (1 —0.54B%)Y; = (1 — 0.54B%)¢; / 0 = (4175.9)?
Sports | GOP(9,3) | (1,1,0)3 x (1,1,0)9 (1 -0.19B%)Y; = (1 — B%)e; / 0% = (1617.1)?
Drama | GOP(12,3) | (1,1,1)3 x (1,1,0)12 | (1 —0.19B%)Y; = (1 — 0.53B%)¢; / 0% = (1701.8)2
News | GOP(12,3) | (1,1,0)3 x (0,1,1)12 | (1 —0.46B%)Y; = (1 — 0.69B'?)¢, / 0® = (3910)2
Sports | GOP(12,3) | (1,1,0)3 x (1,1,0)12 | (1 = 0.12B%)Y; = (1 — 0.95B%)¢; / o2 = (1683.4)°

News and Sports video clips, GOP ARIMA-based prediction
yields similar accuracy to Yoo’s scheme.

We examine the prediction accuracy of the proposed model
under publicly available MPEG-4 traces (Jurassic Park, Mr.
Bean, Star Wars [11]) with varying prediction steps. In this
prediction, Kalman filter dynamically updates the model based
upon its scene change detection mechanism. We use predictors
developed by Adas [15] and Yoo [14] for comparison. Fig. 10
illustrates the results in normalized mean square error (NMSE)

and SNR. The proposed scheme yields more accurate predic-
tion results to the other two models for both metrics.

C. Detection of Structural Change: Confidence Interval
Analysis

We propose to use confidence interval analysis to determine
the validity of the prediction model. We illustrate how the con-
fidence interval analysis is used to determine the model validity
and present the actual test result. Fig. 11 illustrates the frame
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size sequence of the original traffic and the result of one-step
prediction. The solid line represents the frame size sequence
of the original traffic. The predicted values are augmented with
the confidence intervals at confidence levels of 90%, 95%, and
99%, respectively. The confidence level represents the proba-
bility that the “real” value lies within a given predicted range.
The range becomes larger as confidence level is increased. We
call the range as confidence interval. Refer to (26) for more de-
tails of confidence interval.

Fig. 11 illustrates the original frame size and predicted frame
size with different levels of confidence: 90%, 95%, and 99%,
respectively. We can see that some frame sizes lie within the
prediction range and some frame sizes are completely outside
of all three prediction ranges. For example, the size of 7th and
the 10th frames lie outside all confidence intervals. Note that
these are P type frames. The size of 13th frame (I type) also
lies outside all three confidence intervals. Let us consider 19th
frame. Its size lies outside the 90% confidence level but within
the 99% confidence level. In this case, validity of the prediction
is subject to the choice of confidence level.

We visually examine the video clip and check whether a pro-
posed method accurately detects the scene change. We use a
News video clip (30 frames/s, GOP(15,3), and 4 Mbits/s) in this
test. We vary the confidence level (90%, 95%, and 99%) and
the detection threshold values, ¢ = 3, 5, and 7. The detection
threshold is the number of mispredictions within a given time
interval. If the number of mispredictions is greater than or equal
to 1) during a certain time window, we determine that scene has
changed and that the current prediction model is invalid. Fig. 12
illustrates the results of scene change detection under various
settings.

The notion of “scene change” is a rather context sensitive
term. In content-based video analysis, objectives of scene

change detection are annotation, indexing, summarization and
etc. On the other hand, our objective of scene change detection
is to more accurate frame size prediction. Therefore, we are not
concerned about scene change from the video content’s point of
view if the stochastic characteristics of the underlying sequence
does not change. In this section, we perform sensitivity analysis
of scene change detection parameters on detection accuracy.
To effectively address this issue, we define two types of scene
change: technical and semantic scene change. A technical
scene change includes all types of minor changes, e.g., change
in background picture, change of camera angle and etc. A
semantic scene change is a change to a different plot. There are
approximately 70 technical scene changes and approximately
40 semantic scene changes. We study the accuracy of scene
change detection under varying scene change detection param-
eters from a technical and a semantic change’s point of view.
The x axis in the graphs of Fig. 12 has three columns: True
(Hit), False Negative (Mis) and False Positive (Mistake).

Since the B type frame is encoded with bidirectional interpo-
lation, its size not only is small but also it does not vary much.
The I type frame is encoded using only spatial redundancy. The
size of the I-frame does not change much within a scene. The
size of the P type frame exhibits rather different characteristics.
It contains the difference with its nearest preceding P or I frame.
The size of the P frame varies more compared to the other frame
types. In our experiment, one or two P type frames in a GOP
lie outside the confidence interval (on the average) even though
scene did not change. Therefore, we recommend making the de-
tection threshold greater than two. As we increase 1, the case
of false negative increases.

For the detection of technical scene change, a 90% confidence
level with ¢ = 3 yields the best performance. To detect the se-
mantic scene change, a 99% confidence level with ¢ = 3 yields
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TABLE VII
GOP ARIMA MODEL FOR EACH SCENE IN DRAMA, NEWS AND SPORTS VIDEO CLIPS

[ Video [ Scene No. [ Mean(Byte) | Variance(Byte?) |

Model |

Drama 1 15942 73789957 | (0,1,1)5 x (0,1, 1)15
2 20013 101219155 | (2,1,0)5 x (0,1,1)15
1 19938 102360999 | (0,1,1)5 x (0,1,1)5
2 15082 72029727 | (0,1,1)5 x (0,1,0)15
News 3 16910 115799842 | (0,1,1)3 x (0,1,0)15
4 15593 83766902 | (0,1,1)3 x (0,1,0)15
5 18189 126855131 | (0,1,0)3 x (0,1,0)15
6 16490 82708781 | (0,0,0)3 x (0,1, 1)15
7 15173 90282004 | (0,1,1)3 x (0,1,0)15
1 16895 32120504 | (1,1,0)3 x (0,1, 1)15
Sports 2 16411 62367342 | (2,1,0)3 x (0,1,1)15
3 16137 35629539 | (1,1,0)3 x (0,1, 1)15
4 16934 58407209 | (0,1,1)3 x (0,1, 1)15
Comparison of Models: Jurassic Park, Scenes 8~10 Comparison of Models: MR. Bean, Scenes 2, 3 Comparison of Models: Star Wars, Scece 6, 7
35 ——GOP ARIMA with model update 35 ——GOP ARIMA with model update 35 ——GOP ARIMA with model update
3~ -GOP ARIMA without model update 3H- -GOP ARIMA without model update 3H - -GOP ARIMA without model update
Yoo's Scheme Yoo's Scheme Yoo's Scheme ¥
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TABLE VIII
SCENE CHOSEN IN MR. BEAN, JURASSIC PARK AND STAR WARS VIDEO CLIPS

[ Video [ Scene No. [ Mean(Byte) [ Variance(Byte?) |

Mr. Bean 2 2815623 (1587.23)?

3 2815623 (1587.23)°

8 3947442 (1637.03)2

Jurassic Park 9 1442799 (1729.55)2
10 1131208 (1232.85)?

Star wars 6 3240955 (1070.73)2

7 926457 (1011.37)2

the best accuracy. However, with a 99% confidence interval, the
“True Rate” is relatively low since a relatively larger fraction of
scene changes remain undetected.

D. Scene Change and Prediction Error

In this section, we investigate the effect of scene change over
prediction error. Fig. 13(a), (b), and (c) illustrates the scene
change points and scene snapshots at the start of each scene.
The bold vertical line is used to separate the different scenes.
Table VII illustrates the GOP ARIMA model for each scene in
Fig. 13(a), (b), and (c), respectively. We use Akaike Informa-
tion Criterion (AIC) [64] in determining the orders and param-
eters of the GOP ARIMA model. According to our study, each
of the scenes has different stochastic structure, i.e., not only in
parameters but also in terms of orders, i.e., autoregressive order,
moving average order and difference order.

There are 2, 7, and 4 scenes in Fig. 13(a), (b), and (c), re-
spectively. Table VII shows that the structure of GOP ARIMA

Prediction Steps
(b) (©)

Fig. 14. Model update and prediction accuracy. (a) Jurassic Park. (b) Mr. Bean. (c) Star Wars.

Prediction Steps

model for each scene has different structure, i.e., different orders
and different parameters. We investigate the prediction error be-
havior when we do not update the prediction model throughout
the entire playback. The images in Fig. 13 [(d), (e), and (f)] show
the mean square error for frame size estimation with a 30-step
prediction. Each figure is annotated by the scene change point.
As can be seen in Fig. 13, prediction error sharply increases
when the scene changes. The results of this study illustrate the
importance of scene change detection and model update in order
to obtain more accurate frame size prediction. Note that before
a new model is obtained, the old model is used to predict the
frame size, while the prediction algorithm accumulates frame
sizes for observation window. These samples are used to build
a new prediction model.

E. Effect of Model Update

We examine the effectiveness of the model update. We com-
pare three prediction methods: (i) GOP ARIMA without model
update; (ii) GOP ARIMA with model update; and (iii) ALP [14].
We choose to use ALP [14] in our comparison study because it
adopts threshold-based scene change detection mechanism.

Fig. 14 illustrates effectiveness of model update for each
of the three prediction methods. x axis and y axis denotes the
prediction step and prediction error (NMSE), respectively. In
this study, the objective is not only to determine which model
best captures the scene change, but also to determine which
of the three methods can quickly adapt its prediction to a new
scene in order to provide accurate prediction. To effectively
address this issue, we define scene change as simply an abrupt
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TABLE IX
PACKET LOSS PROBABILITY AND BUFFER UTILIZATION
Loss (KByte) | Loss (packets) | Packet Loss Pr. | Buffer Utilization | Loss/Util
GOP ARIMA 794 307 3.40 % 54.85 % 0.0620
Adas 910 498 3.90 % 41.87 % 0.0930
Yoo 841 472 3.60 % 43.88 % 0.0821
5 Packet Loss and Buffer Utilization: Mr.Bean 5 TABLE X
9 STATISTICS ON QUEUE LENGTH: MR. BEAN
Z4f 1*°g
3 a0 g Queue Size
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Fig. 15. Performance of the queue. (a) Packet loss and buffer utilization. (b)
Box and whiskers plot for queue length.

change in the frame size variance. Scene 2 and scene 3 from
Mr. Bean are frames from 1068 to 3756. As for Jurassic Park,
frames in scene 8, 9, and 10 are from 7453 to 9122. For Star
Wars (scene 6 and scene 7), frames from 3409 to 5760 are
chosen. Table VIII illustrates the primitive statistics of the
scenes. Scenes are chosen such that they allow comprehensive
understanding on behavior of the models in change of variance.
We observed that in GOP ARIMA-based prediction, model
update can improve the prediction accuracy by more than a
factor of two especially when there exists sharp changes in the
underlying frame size sequence. When the structure of the time
series changes, past samples do not give sufficient information
to forecast the behavior of the time series. Therefore, updating
the model with respect to the characteristics of the underlying
time series yields more accurate prediction results.

F. Effect on User Perceivable QoS

The ultimate objective of bandwidth prediction is to improve
resource utilization or to deliver better QoS video streaming ser-
vice to end user. We perform simulation study to examine the
effect of prediction scheme over user perceivable QoS. Quan-
tifying the user perceivable QoS is by itself profound subject

and we do not delve into details on user perceivable QoS mod-
eling. As a resort to quantify the effectiveness of various predic-
tion schemes, we measure packet loss probability and buffer uti-
lization when queue (or buffer) is allocated based upon a given
prediction scheme. For each prediction scheme, queue length is
dynamically adjusted, and recalculated every 30 frame interval
based upon predicted bandwidth.

Fig. 15 shows packet loss probability and buffer utilization
and, boxplot for queue size. y axis on the left in Fig. 15(a) shows
packet loss probability and y axis on the right shows the buffer
utilization. Table IX shows the result from the experiment. Total
of 23339 packets are used as input trace to the queue and number
of loss count of packets are 307, 498, and 472 for GOP ARIMA,
Adas, and Yoo, respectively. When buffer is allocated based
upon GOP ARIMA prediction, packet loss was the smallest.
Packet loss can be minimized simply by overprovisioning. GOP
ARIMA has about 10% higher utilization rate compared to other
schemes. We examine Packet Loss Rate/Buffer Utilization to
show the packet loss probability over buffer utilization. This
value means that how well a given buffer is exploited. If packet
loss improves due to overprovisioning, buffer utilization will be-
come worse. Therefore, Packet Loss Rate to Buffer utilization
ratio becomes larger, and GOP ARIMA has least score among
three. Fig. 15(b) and Table X show result on queue size. Ac-
cording to our experiment, GOP ARIMA uses smaller queue
compared to Adas and Yoo. However, GOP ARIMA-based pre-
diction scheme delivers better QoS behavior.

IX. CONCLUSION

In this paper, we develop a novel bandwidth prediction
scheme for VBR compressed video with regular GOP pattern.
We use GOP ARIMA as the base stochastic model for the
underlying time series. We deploy a Kalman filter in GOP
ARIMA and for more accurate prediction we update the pre-
diction model based upon a statistical hypothesis test. Our
prediction scheme successfully addresses a number of chal-
lenging issues. The prediction scheme preserves the correlation
structure of the frame size sequence. Our prediction scheme
does not require a separate prediction model for individual
type frames and therefore makes more accurate predictions.
Since Kalman filter-based recursive error adjustment maintains
“state” across the prediction rounds, the proposed prediction
scheme becomes more robust against noisy input than stateless
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prediction schemes. Our prediction model effectively copes
with structural changes in the underlying sequence. It performs
statistical hypothesis testing and determines the need for model
update. Since we represent the confidence interval of a given
prediction with Kalman filter components, the hypothesis
test can be seamlessly embedded into the prediction model.
Confidence interval analysis provides rigorous measure on
its detection accuracy. The results of the performance study
show that our prediction scheme significantly improves the
prediction accuracy and prediction responsiveness compared
to existing linear prediction-based methods and neural net-
work-based methods. We also examined the performance of
the prediction algorithm from the bandwidth’s perspective. We
compare the bandwidth prediction accuracy of three prediction
schemes: {GOP} {ARIMA} with Kalman filter, Adas [15],
and Yoo [14], using number of publicly available MPEG-2 and
MPEG-4-based video traces [11], [12]. We quantify the predic-
tion accuracy using normalized mean square error (NMSE) and
SNR~!. According to our experiment, GOP ARIMA-based
prediction algorithm makes more accurate prediction. This can
significantly improve the QoS to bandwidth ratio. By properly
updating the model based upon the confidence interval analysis,
we can significantly improve the accuracy of prediction. The
Kalman filter—based prediction scheme proposed in this work
makes significant contributions to various aspects of network
traffic engineering and resource allocation.
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